
PARTIAL FRONT ( SOUTH ) ELEVATION
SCALE: 3/16" = 1'-0"

PARTIAL LEFT (EAST) ELEVATION
SCALE 1"=10'-0"

BUILDING PRIMARY FACADE WALL SIGN  
( SOUTH ELEVATION ) 

BUILDING SECONDARY FACADE WALL SIGN  
( EAST ELEVATION ) 
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21'-8"25'-9"
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MOUNTING HARDWARE TO BE SPECIFIED 
 BY SIGNAGE CONSULATANTS DELEGATE ENGINEER 

WALL PENETRATIONS SEALED WITH NON SHRINK , 
 NON HARDENING WEATHER  PROOF SEALANT   

UL LISTED LED LOW VOLTAGE WIRING  

SECONDARY JUNCTION BOX  

12V LED TRANSFORMER ENCLOSED  
IN UL LISTED METAL WEATHERPROOF 
CAN PER NEC . 600-32   

WATER-TIGHT UV RESISTANT  FLEXIBILE CONDUIT  

PRIMARY JUNCTION BOX 

UL LISTED 20 AMP ELECTRICAL 
SERVICE DISCONNECT SWITCH AS 
PER NEC 600.6 CONNECTED TO 
ASTRO TIME CLOCK OR PHOTOCELL 
AS REQUIRED PER 2023 FBC   

SWITCH COVER WITH LOCK 

PRIMARY #12 MIN THHN THWN 
ELECTRICAL SIGNAGE HOOKUP WITH 
5'-0" LONG ELECTRICAL PIGTAIL, NEC 
500 MIN TYPE RW FLEXIBLE CONDUIT 

0.63" ALUM BACK 

3" DEEP .040  
ALUMN RETURNS 

1" TRIM CAP 

SNAP BUSHINGS 

UL LISTED LED  WIRING

UL LISTED WHITE LED  
MODULES 

.1875 WHITE TRANSLUCENT 
ACRYLIC FACES  

3" 

 1/4" DRAIN HOLE WITH  
LIGHT BAFFEL 

8" WIDE CMU WALL 

FABRICATION DETAIL -FACE ILLUMINATED CHANNEL LETTERS 
NTS "

ALLOWED PROPOSED STANDARD 

NUMBER OF SIGNS  

SIGN AREA  

HEIGHT (BOXED) 

 Wellington , FL Unified Land Development Code Sec .7.9.8 

LENGTH (BOXED) 

1  

200 SQFT MAX   

66 in 

80% of tenant facade  
106 ft x .08 = 84.8 ft 

1  

85 sq.ft.   

60 in 

17 ft 

ALLOWED PROPOSED/REQUESTED  STANDARD 

NUMBER OF SIGNS  

SIGN AREA  

HEIGHT (BOXED) 

 Wellington , FL Unified Land Development Code Sec .7.9.8 

LENGTH (BOXED) 

2  

50 % OF PRIMARY  
SIGN AREA    

30 in 

N/A 

1  

64 sq.ft.   

8  FT

8  FT

1ST FL FF EL +0'-0"

2nd F.F.   EL +15'-0"

EL + 36'-0" TOP  MAIN PARAPET     

EL + 40'-0" TOP  FEATURE PARAPET     

BOTT OF 2ND FLOOR BEAM    EL +10'-0"

TOP OF INTERMEDIATE  
STAIR LANDING   "

r=
 4'-0

"

6'-4" 6'-8"

1ST FL FF EL +0'-0"

2nd F.F.   EL +15'-0"

HIGHEST JOIST BEARING  30'-0"

EL + 36'-0" TOP  MAIN PARAPET     

EL + 40'-0" TOP  FEATURE PARAPET     

EL + 34'-8" Centerline of Sign      

5'
-0

"

17'-0"

EL + 32'-0" CENTERLINE OF SIGN     

Exhibit D - Wall Signs

Damian Newell
Stamp




